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PLIKO P3 COMPACT




PLIKO P3 COMPACT

1) SAPI6832...

2) ARPIO441NPEG

3) SAPI6430NGR
4dx) SPST7006DGR
4sx) SPST70065GR
5dx) SPST7007DNPEG
5sx) SPST7007SNPEG
6dx) SPST7002DGRS
65x) SPST7002SGRS
7) SPST6991GR

8) SAPI7043N

9) SAPI6994L31NGR
10dx) ASPI0116DNGR
10sx) ASPI0O116SNGR
11dx) ASPI0127DGL
11sx) ASPI0127SGL

EN. Spare parts available in different colours to

12) MUCI5P22N

13) IRSHPKO00-
NYO1RE53M

14) SAPI5368JJNGR
15) MMRP0812

16) SAPI7020GRN
17) SPST7031N

18) SAPI6099KNGR
19) SPST4023N

20) ITPKCQ...NL65
21) SOFF0186Z

22) RSEP3N---NLO1
23) BCAPLK...

24) BSAPLK...

25dx) SPST7048DN
25sx) SPST7048SN

= =

be specified when ordering.

FR- Pieces de rechange disponibles en plusieurs

couleurs a spécifier dans la demande.

EN_English

Thank you for choosing a
Peg-Pérego product.

A WARNING

IMPORTANT: READ THESE
INSTRUCTIONS CAREFULLY

AND KEEP THEM FOR FUTURE
REFERENCE. FAILURE TO FOLLOW
THESE INSTRUCTIONS COULD PUT
THE CHILD’S SAFETY AT RISK.

« THIS PRODUCT IS DESIGNED FOR A

CHILD WHOSE MAXIMUM WEIGHT

IS 45 POUNDS (20 KG) AND WHOSE
MAXIMUM HEIGHT 1S 43 INCHES

(110 CM). THIS SHOPPER BASKET IS
DESIGNED TO CARRY A MAXIMUM
WEIGHT OF 11 POUNDS (5 KG). ANY
CUPHOLDER EVENTUALLY PROVIDED
WITH THIS UNIT IS DESIGNED TO CARRY
A MAXIMUM WEIGHT SPECIFIED ON
THE CUPHOLDER ITSELF. ANY POUCH
OR POCKET PROVIDED WITH THIS UNIT
IS DESIGNED TO CARRY A MAXIMUM
WEIGHT OF 0.44 POUNDS (0.2 KG).

« FAILURE TO FOLLOW

MANUFACTURER'S SPECIFICATIONS
OR USE OF ACCESSORIES OTHER
THAN THOSE APPROVED BY THE
MANUFACTURER MAY CAUSE THE
UNIT TO BECOME UNSTABLE.

+ AVOID SERIOUS INJURY FROM

FALLING OR SLIDING OUT. ALWAYS
USE COMPLETE 5 POINT SEAT BELT.

« NEVER LEAVE YOUR CHILD UNATTENDED.
« ALWAYS USE THE BRAKES WHEN

PARKED.

- TO AVOID SERIOUS INJURY, WHEN MAKING

ADJUSTMENTS ENSURE THE CHILD'S BODY
IS CLEAR OF ALL MOVING PARTS.

« ALL OPERATING AND ASSEMBLY

PROCEDURES SHOULD BE PERFORMED
BY AN ADULT.

« DO NOT LIFT THE STROLLER BY GRIPPING

THE FRONT BAR. THE FRONT BAR IS NOT
DESIGNED TO WITHSTAND LOADS.



« ENSURE THAT THE STROLLER IS
OPENED CORRECTLY AND LOCKED IN
POSITION FOR USE.

« CHECK TO MAKE SURE THAT THE
CAR SEAT OR THE BABY CARRIAGE
IS CORRECTLY FASTENED TO THE
STROLLER (WHERE APPLICABLE).

DO NOT OPERATE THIS PRODUCT AROUND
STAIRS OR STEPS; CARE MUST BE TAKEN IF
UNITIS USED ON STAIRS OR ESCALATORS.

DO NOT USE THE PRODUCT IF IT HAS
BROKEN OR MISSING PARTS.

DO NOT USE NEAR FIRE OR EXPOSED
FLAME.

.
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NOTICE

THIS ARTICLE MEETS OR EXCEEDS ALL
REQUIREMENTS COVERED IN ASTM F833
STANDARD AND LATEST REVISIONS.

INSTRUCTIONS FOR USE

OPENING: before opening the chassis remove
the two safety caps from the hooks, otherwise
it will be impossible to open it correctly (Fig.a).
To open the chassis, pull the two levers on the
handlebars upwards (Fig.b);

at the same time, lift the chassis and it will
open automatically (Fig.c). To make sure that
the stroller is correctly open, check the two
side hooks (Fig.d).

If the straps are not fasten correctly, press
onto the seat (fig_e) until it clicks into place.

ASSEMBLING: to mount the front wheels, firstly
check that the washer is present, as shown in
the figure, then lower lever A and slip wheel B
on until it clicks into place.

To mount the rear wheels connected by the
brake cable, place them with the brake facing
externally (fig_a).

WARNING: ensure the hooks have clicked into
place, as in figure b.

BASKET: to mount the basket, slip the loops
over the front hooks A and rear hooks B and
C. The figure shows the attached basket.

CUP HOLDER :It can be applied on the 4 knobs
on the chassis. Two are on the left or right

side of the handle and two on the sides of

the pushchair’s chassis, at the height of the
bumper, on the right or left . To apply the cup
holder, attach it and press until it clicks into
place (Fig. a)
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ADJUSTING THE HANDLEBARS: The height

of the 3 handlebars can be adjusted to two
positions. For the higher position, press the
button while pulling the handlebars upwards.
To lower it, do the opposite (Fig.b).

BRAKE: to set the brakes on the stroller, lower
the levers on the rear wheels with your foot
(Fig.a). To release the brakes, lift the lever.

Always set the brakes when the stroller is
not moving.

SWIVEL WHEELS: to swivel the front wheels
lower the levers as shown in arrow 1 (Fig.b).

WHEELS IN STATIONARY POSITION: To
make them stationary, push the lever in the
opposite direction, as indicated by arrow 2.

HOOD: to mount the hood, fasten the
attachments which are situated on the
sides of the hood onto those on the chassis,
pushing outwards until the hood clicks into
place (Fig.a); fasten it onto the inside of the
armrest (Fig.b),

9.and onto the backrest of the stroller (Fig.c).
The hood has a window enabling you to
observe your child, a large and practical
pocket (Fig.d) and a cord which games can
be hung on (Fig.e).

To remove the hood: unhook the hood’s
side attachments from the chassis by pulling
inwards, unbutton it from the inside of the
armrest and from the backrest of the stroller.

10-You can detach the back part of the fabric by
unzipping it and use the hood also as a sun
canopy (Fig.a). To reattach the back part of the
fabric, close the zipper (Fig.b).

11-By lowering the stroller backrest, the rear
hood extends and through the double zipper
a window can be created to allow more air to
circulate and watch the child when sleeping.

12.5-POINT SAFETY HARNESS: to fasten, insert
the two buckles of the waist strap (with
attached shoulder straps, arrow a) into the
leg divider strap until they click into place
(arrow b). To unfasten them, press the button
which is situated in the centre of the fastener
(arrow c) and pull the waist strap outwards
(arrow d).

13-To tighten the waist strap, pull on both sides in
the direction of the arrow (Fig.a). To loosen it do
the opposite. The waist strap can be tightened as
far as the safety lock (Fig_b).

14-To adjust the height of the safety harnesses,
release the two buckles on the rear of the
backrest.
Pull the shoulder straps towards you (arrow a)
until the buckles are released and insert them
in the backrest loops (arrow b). Remove the
shoulder straps from the sack (arrow c) and
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insert them in the most appropriate buckle
(arrow d), then reattach the two buckles
behind the backrest (arrow e). The buckles
are securely attached when a click is heard
(fig f).

15-ADJUSTING THE FOOTREST: the footrest
can be adjusted to 2 positions. To lower the
footrest, pull the two side levers downwards
while lowering the footrest. To lift the footrest,
pull it upwards until it clicks into place.

16-ADJUSTING THE BACKREST: the backrest
reclines to 4 different positions. To lower the
backrest, lift the handle while lowering the
backrest, locking it in the desired position. To
raise it, pull the backrest upwards.

17-FRONT BAR: to fasten the front bar, slip both
ends of the front bar into the armrests until it
clicks into place.

18+There are two drink holders in the front bar.
It is dangerous to put hot drinks on the tray.
The front bar can be opened on one side only
to make it easier for the child to get into the
stroller when he is older. To open the bar, press
the button under the armrest while pulling the
bar outwards (Fig. a). To remove the front bar,
press the two buttons under the armrests while
pulling the bar outwards (Fig. b).

19-When removing the front bumper, insert the
plugs provided to close the armrests of the
chassis.

20-REAR LEDGE: the rear ledge helps the mother
overcome small bumps and can also be used
to carry a second child (fig_a).

LOADING SEQUENCE: to use the PLIKO P3
COMPACT with two children (fig_b), first set
the brakes on the stroller, then place the
smaller child in the seat and fasten the safety
harness (1). Hold the handlebars (2) and have
the second child stand on the ledge (3).

+ Never leave your children unattended.

« Do not allow a child to stand on the rear
ledge when the stroller is empty.

21-FOLDING UP: before folding up PLIKO P3
COMPACT, remove the Navetta XL or the
PrimoViaggio car seat. The stroller can be
folded up using one hand only: pull first one
lever upwards and then the other, until they
click.

22-Hold the central handlebar and pull it
upwards until the stroller folds up (fig_a).
Check the correct closure of the chassis from
the safety hook. When folded, the chassis will
stand upright (fig_b).

23-CARRYING: PLIKO P3 COMPACT can be
conveniently carried by the central handle
(with the front wheels set on stationary)
(fig.a). It can also be carried by the side
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handle (fig_b).

24-REMOVABLE LINING: To remove the
lining from the stroller:. unhook the sack
attachments from the armrests in the order
indicated (fig_a);. unfasten the sack button at
the sides;. remove the sack from the footrest;.
slide the leg divider part of the strap from
under the seat (fig_b);

25.unfasten the sack buttons from the seat;.
unscrew the strap (only on one side),by
keeping your finger under the nut; slide it
downwards

GANCIOMATIC SYSTEM

The swift, practical system that allows you to
fasten car seat to stroller (Primo Viaggio SIP
30/30 car seat sold separately).

26 GANCIOMATIC HOOKS FOR THE STROLLER:
to raise the Ganciomatic connectors on
the chassis, pull the lever outwards and at
the same time swivel the two connectors
upwards until they click (fig_a).
To lower the stroller Ganciomatic hooks, pull
the lever outwards while turning the hooks
downwards (fig_b).
27-PLIKO P3 + Primo Viaggio SIP 30-30:
(capacity: 5-30 pounds and up to 30 inches))
to fasten the car seat to the stroller proceed
as follows:
- set the brakes on the stroller;
- lower the stroller backrest completely;
- raise the stroller Ganciomatic hooks;

- place the car seat so that it faces the mother
and press it down until it clicks into place;

- It is important not to remove the front bar from
the stroller when fastening the car seat (for
fastening the front bar, please see point 20);

- To remove the car seat from the stroller,
please refer to its instructions manual.

SERIAL NUMBERS

28-Behind the PLIKO P3 COMPACT backrest
information relating to product name, date
of manufacture and serial number of the
product are provided. This information is
required for any complaints.

ACCESSORIES
29-RAIN CANOPY: can be fastened to the hood
(fig_a).

MOSQUITO NETTING: can be fastened to the
hood (fig_b).






